
 
 

 
 
 
 
 

 

 
 
April 15, 2021 
 
Sean Stewart 
Santa Barbara County  
Planning and Development  
123 E. Anapamu Street 
Santa Barbara, CA 93101 
 
Re: Santa Barbara County Air Pollution Control District Suggested Conditions on Galileo Pisa LLC – 
Apartment Buildings, 19DVP-00000-00039, 19GPA-00000-00003, 19RZN-00000-00002 
 
Dear Sean Stewart: 
 
The Santa Barbara County Air Pollution Control District (District) has reviewed the referenced project, 
which consists of the construction of a 27-unit apartment complex and associate site improvements 
such as carport structures, parking areas, landscape, and common open space. Grading is estimated at 
1,500 cubic yards of cut and 1,500 cubic yards of fill. The subject property, a 1.62-acre parcel zoned DR-
20 and identified in the Assessor Parcel Map Book as APNs 069-160-051 and 069-525-022, is located at 
99 North Patterson in the unincorporated areas of Goleta. 
 
The proposed project is subject to the following regulatory requirements that should be included as 
conditions of approval in the applicable land use permit:  
 

1. All portable diesel-fired construction engines rated at 50 brake horsepower or greater must 
have either statewide Portable Equipment Registration Program (PERP) certificates or District 
permits prior to grading/building permit issuance. Construction engines with PERP certificates 
are exempt from the District permit, provided they will be on-site for less than 12 months. 

 
2. The application of architectural coatings, such as paints, primers, and sealers that are applied to 

buildings or stationary structures, shall comply with District Rule 323.1, Architectural Coatings 
that places limits on the VOC-content of coating products. 
 

3. Asphalt paving activities shall comply with District Rule 329, Cutback and Emulsified Asphalt 
Paving Materials. 

 
4. Construction/demolition activities are subject to District Rule 345, Control of Fugitive Dust from 

Construction and Demolition Activities.  This rule establishes limits on the generation of visible 
fugitive dust emissions at demolition and construction sites, includes measures for minimizing 
fugitive dust from on-site activities, and from trucks moving on- and off-site. Please see 
www.ourair.org/wp-content/uploads/rule345.pdf. Activities subject to Rule 345 are also subject 
to Rule 302 (Visible Emissions) and Rule 303 (Nuisance). 
 

5. Natural gas-fired fan-type central furnaces with a rated heat input capacity of less than 175,000 
British thermal units per hour (Btu/hr) and water heaters rated below 75,000 Btu/hr must 

http://www.ourair.org/wp-content/uploads/rule345.pdf
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comply with the emission limits and certification requirements of District Rule 352. Please 
see www.ourair.org/wp-content/uploads/rule352.pdf for more information. 

 
6. Boilers, water heaters, and process heaters rated between 75,000 and 2.0 million British 

thermal units per hour (Btu/hr) must comply with the emission limits and certification 
requirements of District Rule 360. Note: Units fired on fuel(s) other than natural gas still need to 
be certified under Rule 360. Please see  www.ourair.org/wp-content/uploads/rule360.pdf for 
more information. 

 
7. If contaminated soils are found at the project site, the District must be contacted to determine if 

Authority to Construct and/or Permit to Operate permits will be required. District permits are 
required for all soil vapor extraction activities. District permits are also required for the 
excavation (“dig-and-haul”) of more than 1,000 cubic yards of contaminated soil. 

 
In addition, the District recommends that the following best practices be considered for inclusion as 
conditions of approval: 
 

1. To reduce the potential for violations of District Rule 345 (Control of Fugitive Dust from 
Construction and Demolition Activities), Rule 302 (Visible Emissions), and Rule 303 (Nuisance), 
standard dust mitigations (Attachment A) are recommended for all construction and/or grading 
activities. The name and telephone number of an on-site contact person must be provided to 
the District prior to grading/building permit issuance. 

 
2. The State of California considers particulate matter emitted by diesel engines carcinogenic. 

Therefore, during project grading, construction, and hauling, construction contracts must specify 
that contractors shall adhere to the requirements listed in Attachment B to reduce emissions of 
particulate matter (as well as of ozone precursors) from diesel equipment. Recommended 
measures should be implemented to the maximum extent feasible. Prior to grading/building 
permit issuance and/or map recordation, all requirements shall be shown as conditions of 
approval on grading/building plans, and/or on a separate sheet to be recorded with the map. 
Conditions shall be adhered to throughout all grading and construction periods. The contractor 
shall retain the Certificate of Compliance for CARB’s In-Use Regulation for Off-Road Diesel 
Vehicles onsite and have it available for inspection. 

 
3. At a minimum, prior to occupancy, any feasible greenhouse gas reduction measures from the 

following sector-based list should be applied to the project: 
• Energy use (energy efficiency, low carbon fuels, renewable energy)  
• Water conservation (improved practices and equipment, landscaping)  
• Waste reduction (material re-use/recycling, composting, waste diversion/minimization)  
• Architectural features (green building practices, cool roofs)  
• Transportation (reduce vehicle miles traveled, compact and transit-oriented development, 

pedestrian- and bicycle-friendly communities)  
• Electric Vehicle Infrastructure (EV charger installation, installation of pre-wiring for future EV 

chargers) 
• For additional information on greenhouse gas mitigation and potential strategies, see 

www.ourair.org/ghgmitigation-sbc. 
 

http://www.ourair.org/wp-content/uploads/rule352.pdf
http://www.ourair.org/wp-content/uploads/rule360.pdf
http://www.ourair.org/ghgmitigation-sbc/
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4.  The District recommend that the project be designed to minimize exposure to roadway-related 
pollutants to the maximum extent feasible. Prior to occupancy, feasible project design features 
should be applied to the project, including features that: 

• Maximize the distance between the roadway and sensitive receptors 
• Ensure that the windows nearest to the roadway do not open 
• Include installation of high-efficiency filtration systems with mechanical ventilation 
• Include construction of a physical barrier between the roadway source and receptors of 

pollutants (e.g., sound wall or vegetative planting) 
• Ensure that if the design includes any outdoor areas that may be used by sensitive 

receptors that they are located at maximum distance from the roadway, and with 
physical barriers as described above. 

 
 
If you or the project applicant have any questions regarding these comments, please feel free to contact 
me at (805) 961-8873 or via email at HoD@sbcapcd.org.  
 
Sincerely, 
 
 
 
Desmond Ho 
Air Quality Specialist 
Planning Division 
 
Attachments:  Fugitive Dust Control Measures  
  Diesel Particulate and NOx Emission Measures 
 
cc: Planning Chron File 

mailto:HoD@sbcapcd.org


 
ATTACHMENT A 

FUGITIVE DUST CONTROL MEASURES 
 
These measures are required for all projects involving earthmoving activities regardless of the project size or 
duration. Projects are expected to manage fugitive dust emissions such that emissions do not exceed APCD’s visible 
emissions limit (APCD Rule 302), create a public nuisance (APCD Rule 303), and are in compliance with the APCD’s 
requirements and standards for visible dust (APCD Rule 345).   
 

• During construction, use water trucks or sprinkler systems to keep all areas of vehicle movement damp 
enough to prevent dust from leaving the site and from exceeding the APCD’s limit of 20% opacity for greater 
than 3 minutes in any 60 minute period.  At a minimum, this should include wetting down such areas in the 
late morning and after work is completed for the day.  Increased watering frequency should be required 
when sustained wind speed exceeds 15 mph.  Reclaimed water should be used whenever possible.  
However, reclaimed water should not be used in or around crops for human consumption. 

• Onsite vehicle speeds shall be no greater than 15 miles per hour when traveling on unpaved surfaces. 

• Install and operate a track-out prevention device where vehicles enter and exit unpaved roads onto paved 
streets. The track-out prevention device can include any device or combination of devices that are effective 
at preventing track out of dirt such as gravel pads, pipe-grid track-out control devices, rumble strips, or 
wheel-washing systems. 

• If importation, exportation, and stockpiling of fill material is involved, soil stockpiled for more than one day 
shall be covered, kept moist, or treated with soil binders to prevent dust generation.  Trucks transporting fill 
material to and from the site shall be tarped from the point of origin.  

• Minimize the amount of disturbed area. After clearing, grading, earthmoving, or excavation is completed, 
treat the disturbed area by watering, OR using roll-compaction, OR revegetating, OR by spreading soil 
binders until the area is paved or otherwise developed so that dust generation will not occur. All roadways, 
driveways, sidewalks etc. to be paved should be completed as soon as possible. 

• Schedule clearing, grading, earthmoving, and excavation activities during periods of low wind speed to the 
extent feasible. During periods of high winds (>25 mph) clearing, grading, earthmoving, and excavation 
operations shall be minimized to prevent fugitive dust created by onsite operations from becoming a 
nuisance or hazard. 

• The contractor or builder shall designate a person or persons to monitor and document the dust control 
program requirements to ensure any fugitive dust emissions do not result in a nuisance and to enhance the 
implementation of the mitigation measures as necessary to prevent transport of dust offsite.  Their duties 
shall include holiday and weekend periods when work may not be in progress.  The name and telephone 
number of such persons shall be provided to the Air Pollution Control District prior to grading/building 
permit issuance and/or map clearance. 

 
PLAN REQUIREMENTS: All requirements shall be shown on grading and building plans and/or as a separate 
information sheet listing the conditions of approval to be recorded with the map. Timing: Requirements shall be 
shown on plans prior to grading/building permit issuance and/or recorded with the map during map recordation. 
Conditions shall be adhered to throughout all grading and construction periods.  

 
MONITORING:  The Lead Agency shall ensure measures are on project plans and/or recorded with maps. The 
Lead Agency staff shall ensure compliance onsite.  APCD inspectors will respond to nuisance complaints. 
 
 



 
ATTACHMENT B 

DIESEL PARTICULATE AND NOX EMISSION REDUCTION MEASURES 
 

Particulate emissions from diesel exhaust are classified as carcinogenic by the state of California.  The following is a list of 
regulatory requirements and control strategies that should be implemented to the maximum extent feasible.  

The following measures are required by state law:  

• All portable diesel-powered construction equipment greater than 50 brake horsepower (bhp) shall be registered with 
the state’s portable equipment registration program OR shall obtain an APCD permit. 

• Fleet owners of diesel-powered mobile construction equipment greater than 25 hp are subject to the California Air 
Resource Board (CARB) In-Use Off-Road Diesel-Fueled Fleets Regulation (Title 13, California Code of Regulations (CCR), 
§2449), the purpose of which is to reduce oxides of nitrogen (NOx), diesel particulate matter (DPM), and other criteria 
pollutant emissions from in-use off-road diesel-fueled vehicles. Off-road heavy-duty trucks shall comply with the State Off-
Road Regulation. For more information, see www.arb.ca.gov/msprog/ordiesel/ordiesel.htm.  

• Fleet owners of diesel-fueled heavy-duty trucks and buses are subject to CARB’s On-Road Heavy-Duty Diesel Vehicles (In-
Use) Regulation (Title 13, CCR, §2025), the purpose of which is to reduce DPM, NOx and other criteria pollutants from in-
use (on-road) diesel-fueled vehicles.  For more information, see www.arb.ca.gov/msprog/onrdiesel/onrdiesel.htm.  

• All commercial off-road and on-road diesel vehicles are subject, respectively, to Title 13, CCR, §2449(d)(3) and §2485, 
limiting engine idling time. Off-road vehicles subject to the State Off-Road Regulation are limited to idling no more 
than five minutes. Idling of heavy-duty diesel trucks during loading and unloading shall be limited to five minutes, 
unless the truck engine meets the optional low-NOx idling emission standard, the truck is labeled with a clean-idle 
sticker, and it is not operating within 100 feet of a restricted area.   

The following measures are recommended: 

• Diesel equipment meeting the CARB Tier 3 or higher emission standards for off-road heavy-duty diesel engines should 
be used to the maximum extent feasible. 

• On-road heavy-duty equipment with model year 2010 engines or newer should be used to the maximum extent feasible. 

• Diesel powered equipment should be replaced by electric equipment whenever feasible. Electric auxiliary power units 
should be used to the maximum extent feasible.   

• Equipment/vehicles using alternative fuels, such as compressed natural gas (CNG), liquefied natural gas (LNG), propane or 
biodiesel, should be used on-site where feasible. 

• Catalytic converters shall be installed on gasoline-powered equipment, if feasible. 

• All construction equipment shall be maintained in tune per the manufacturer’s specifications. 

• The engine size of construction equipment shall be the minimum practical size. 

• The number of construction equipment operating simultaneously shall be minimized through efficient management 
practices to ensure that the smallest practical number is operating at any one time. 

• Construction worker trips should be minimized by requiring carpooling and by providing for lunch onsite. 

• Construction truck trips should be scheduled during non-peak hours to reduce peak hour emissions whenever feasible. 

• Proposed truck routes should minimize to the extent feasible impacts to residential communities and sensitive 
receptors. 

• Construction staging areas should be located away from sensitive receptors such that exhaust and other construction 
emissions do not enter the fresh air intakes to buildings, air conditioners, and windows. 

 
PLAN REQUIREMENTS AND TIMING: Prior to grading/building permit issuance and/or map recordation, all requirements 
shall be shown as conditions of approval on grading/building plans, and/or on a separate sheet to be recorded with the 
map. Conditions shall be adhered to throughout all grading and construction periods. The contractor shall retain the 
Certificate of Compliance for CARB’s In-Use Regulation for Off-Road Diesel Vehicles onsite and have it available for 
inspection. 

 
MONITORING: The Lead Agency shall ensure measures are on project plans and/or recorded with maps. The Lead Agency 
staff shall ensure compliance onsite.  APCD inspectors will respond to nuisance complaints. 

http://www.arb.ca.gov/msprog/ordiesel/ordiesel.htm
http://www.arb.ca.gov/msprog/ordiesel/ordiesel.htm
http://www.arb.ca.gov/msprog/onrdiesel/onrdiesel.htm
http://www.arb.ca.gov/msprog/onrdiesel/onrdiesel.htm
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COUNTY OF SANTA BARBARA                                                                     

PUBLIC WORKS DEPARTMENT 

123 East Anapamu Street 

Santa Barbara, California 93101 

805/568-3232 FAX 805/568-3222                                                                     
 
 
  
                         

April 22, 2021      

 

 

TO:  Sean Stewart, Planner 

  Development Review 

 

FROM:  William Robertson, Transportation Planner 

  Public Works, Transportation Division 

   

SUBJECT: Galileo Pisa LLC – Apartment Building 

Conditions of Approval (5 pages) 

Standard Conditions of Approval (5 pages) 

  Ordinance 4270 (14 pages) 

  Resolution 87-344 (5 pages) 

  Resolution 24416 (3 pages) 

Resolution 81-229 (6 pages) 

19DVP-00000-00039 

APN: 069-160-051, 069-525-022, Goleta 

  

Traffic Mitigation Fees 
 

1. Pursuant to Ordinance No. 4270 regarding Transportation Impact Fees, the applicant will be required 

to pay a fee for each new peak hour trip, for the purpose of funding transportation facilities within the 

Goleta Planning Area of the County. 

Based on the current fee schedule, the total estimated fee for the proposed project is $263,304 (27 

apartment units * $9,752/unit). Fees are due prior to occupancy clearance and shall be based on 

the fee schedule in effect when paid. This office will not accept payment or process a check 

received prior to project approval.  

Fees are payable to the County of Santa Barbara, and may be paid in person or mailed to: Santa 

Barbara County Transportation Division, 123 E. Anapamu St., 2nd Floor, Santa Barbara, CA 93101 

or Santa Barbara County Transportation Division North, 620 West Foster Road, Santa Maria, CA 

93455. Please phone this office prior to payment if unsure as to the final fee required. 

A protest of mitigation fees imposed may be filed pursuant to Government Code Section 

66020(a).  The protest shall be filed at the time of approval or conditional approval of the 
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development or within 90 days after the date of the imposition of the fees, dedications, 

reservations, or other exactions to be imposed on a development project. The Applicant is hereby 

notified that the 90-day approval period in which the Applicant may protest has begun. 

 

Undergrounding of Utilities 
 

2. Prior to zoning clearance, the applicant shall engineer and post a surety, acceptable to County 

Counsel, for the undergrounding installation of all fronting overhead utilities and services, both 

existing and proposed, pursuant to Resolution No. 87-344 and Resolution No. 24416.   

 

3. Prior to occupancy clearance, the following utilities and services, both existing and proposed, 

shall be installed underground in the roads pursuant to Resolution No. 87-344 and Resolution No. 

24416.  All services shall be connected to each commercial building or stubbed out to each legal 

lot where lots are created/sold: Gas, Water, Cable Television/Internet, Fiber Optic Cables, 

Telephone, Sanitary Sewer and Electrical Power.  

 

Sight Distance  

4. Prior to zoning clearance, the developer shall design, and prior to occupancy, the developer 

shall provide intersection sight distance in a manner acceptable to the Department of Public 

Works Traffic Section for all roadways, both public and private.  

When the criteria for sight distances cannot be met, the County may prohibit vehicle turning 

movements, require speed change lanes or require additional speed change lane lengths.  

 

Access 

5. Prior to occupancy clearance, the developer shall construct all site ingress and egress points in a 

manner acceptable to the Department of Public Works Traffic Section. All driveway accesses 

shall be improved to include a maximum driveway width of no greater than 40 feet and include 

radius curb returns unless otherwise approved by Public Works (standard detail 4-050).  All 

necessary pavement or cross gutters shall match adjacent improvements as required by the 

Department of Public Works Traffic Section. 

6. Prior to zoning clearance, the developer shall design, and prior to occupancy clearance, the 

developer shall construct left-turn channelization, or the functional equivalent, in a manner 

acceptable to the Department of Public Works, Traffic Section, at all proposed county road access 

points. The design shall be in conformance with AASHTO A Policy on Geometric Design of 
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Highways and Streets, 2018, 7th Edition or unless otherwise approved, in writing, by the County 

Traffic Engineer. 

 

Street Sections/Pavement Traffic Index  

7. Prior to zoning clearance, the developer shall design, and prior to occupancy clearance, the 

developer shall construct pavement for all roadwork, both public and private, based on the 

appropriate road detail provided in the Santa Barbara County Engineering Design Standards. All 

designs and/or modifications shall be reviewed and approved, in writing, by the Department of 

Public Works Traffic and Permit Sections.  

All proposed improvements shall transition in existing improvements in a manner acceptable to 

the Public Works Traffic and Permit Sections. 

8. Prior to zoning clearance, the applicant shall engineer and post a surety, acceptable to County 

Counsel, for the construction/repair of standard concrete curb, gutter  and up to 18 feet of 

matching asphalt paving for all proposed public roads and applicable project frontages.  

Improvements shall be based on the appropriate road detail provided in the Santa Barbara County 

Engineering Design Standards and shall include any necessary off-site transitions. 

 

Encroachment/Excavation Permit 

9.          Prior to zoning clearance, an Excavation or Encroachment Permit shall be required for any work 

performed in the County right of way, including, but not limited to,  road construction, driveways, 

utility connections and hauling more than 1,000 cubic yards of earthwork. 

The developer shall comply will all applicable Engineering Design Standards, as determined by 

the Public Works Traffic or Permit Sections, prior to issuance of an Encroachment Permit. 

Encroachment Permits and/or Santa Barbara Engineering Design Standards and Pubic Works 

Standard Conditions of Approval can be obtained at the following locations: 

 

North County Permits Section                                              South County Permits Section   

620 West Foster Road                                                          4417 Cathedral Oaks Road 

Santa Maria, CA 93455                                                        Santa Barbara, CA 93110        

805-739-8788                                                                       805-681-4967   
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Traffic Controls  

10.        Prior to zoning clearance, traffic circulation and control on adjacent streets shall be designed as 

required by the Department of Public Works Traffic Section. This shall include, but is not limited 

to, curb openings, turn lanes and control signs for regulation, warning, and guidance of traffic.  

11.        Prior to zoning clearance, traffic circulation and control onsite shall meet the approval of the 

Department of Public Works Traffic Section.  

12.        Prior to occupancy clearance, all signs shall be installed, and prior to final clearance, the 

County may require the developer to add traffic safety devices, such as signing and striping, the 

need for which are not apparent at time of plan approval but which are warranted due to actual 

field conditions. The developer shall install the traffic safety devices prior to final clearance. 

 

Street Lights  

13. As authorized by the Board of Supervisors Resolution No. 81-229, before the approval of any 

Final Subdivision Map, or Precise Plan in planned developments or of any Conditional Use 

Permit, Conditional Exception or Variance involving land development, the Developer or owner 

must provide a Road Lighting Plan to the Department of Public Works for approval 

The plan must have the approval of the public utility or the public agency involved.  

The Road Lighting Plan must show the location of each road light, the mounting height, 

luminaire arm length, the luminaire type, lamp type and lumen rating and conform to IES, RP-08 

standards as determined by County staff.  

Whenever possible, road lights must be placed on lot lines and at intersections. 

Residential and commercial road lighting poles may be required to be of an ornamental 

type acceptable to the Public Works Department and meeting the current standards filed by 

the utility company concerned in writing, with the Public Works Department 

A written statement showing the number of lights, the amount of lumens and the monthly and 

yearly costs must accompany the Road Lighting Plan. 

The Developer or owner, prior to final approval of occupancy, must deposit a check with the 

Public Works Department, payable to the County of Santa Barbara, sufficient in amount to 

maintain and energize the street lights shown of the approved lighting plan, from the requested 

date for occupancy clearance, up to the date the first charges or benefit assessments will be made 

or levied upon the property being developed.  

All electrical equipment and installation must conform to the applicable standards of the 

following: 
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a. Electrical safety orders of the Division of Industrial Relations, State of California 

b. Rules for overhead electric line construction, General Rule No. 95 of the California 

Public Utilities Commission. 

Road lighting provided under Highway Lighting Districts or County Service Areas must only be 

installed in the right of way, roads, or other areas dedicated to the public. 

The Department of Public Works may require increased illumination where it is found necessary 

for traffic or pedestrian safety, due to special circumstances affecting such areas. 

 

Off-site Road Improvements 

14. Where off-site road improvements or a dedication of right of way for off-site 

improvements is required for which a need cannot be attributed to the project, the County 

shall deduct the value of construction or dedication from the payment that would 

otherwise be collected for Traffic Mitigation Fees.   

Improvements and dedication that are necessary to mitigate the specific impacts of a 

project on area roads are considered on-site and are not to be deducted from the Traffic 

Mitigation Fee’s. If the value of the off-site road improvements or dedication exceeds the 

payment required, the County may:   

1. Reimburse the applicant the difference between the amount of the payment and 

the value of the additional improvements and dedication, or 

2. Enter into an agreement with the applicant to establish a credit for the additional 

improvements and dedications. 
 

 

If you have any questions, please contact me at 739-8785. 
 

 

Sincerely, 
 

                                                                           04/22/2021 

 

            William T. Robertson                              Date 
 

 
                   cc:   069-160-051, 069-525-022; 19DVP-00000-00039 

       
      Gary Smart, TE, Traffic Section Manager, County of Santa Barbara, Public Works Department 
       

     C:\Users\wmrober\Box\Traffic\Transportation Planning\Development Review\Digital File Cabinet\069-160-051\19DVP-00000-00039\Galileo Pisa,  

LLC - Apartment Building 19DVP-Cond.doc 
 

     C:\Users\wmrober\Box\Traffic\Transportation Planning\Development Review\Digital File Cabinet\069-525-022\19DVP-00000-00039\Galileo Pisa,  

LLC - Apartment Building 19DVP-Cond.doc 
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COUNTY OF SANTA BARBARA 
 

 

DEPARTMENT OF PUBLIC WORKS 

Standard Conditions of Approval 
 
 
4. Construction of all improvements required by the Public Works Department in the approval of the Tentative 

Map shall be in accordance with County Subdivision Ordinance No. 1722, the Geometric Design Standards 

contained in the Engineering Design Standards Manual, the applicable portions of the California Department 

of Transportation Standard Specifications of current date and the Standard Detail contained in Appendix 4 of 

the Engineering Design Standards Manual. 

 

5. Design of all improvements to be constructed as part of this development shall be performed by a Civil 

Engineer registered in the State of California.  Specifications and plan and profile drawings, completed in 

accordance with Department of Public Works Standards shall be submitted to the Public Works Department 

and appropriate officials of other departments for their approval, and all bonds and fees shall be posted prior to 

recordation of the final development map. 

 

6. Prior to recordation of the Final Map and start of any construction, the Developer shall designate to the 

Department of Public Works the road or roads he intends for construction access to the development to the 

extent to which subject roads will be used as haul roads.  The Public Works Department may, at its option, 

designate an alternate off-site access or may require a security for the repair or reconstruction in the event 

subject road is damaged by construction traffic. 

 

7. The Structural road section for all proposed public roads shall consist of the following: 

 

Aggregate Base conforming to the provisions in Section 26, “Aggregate Bases”, of the Standard Specifications 

shall be placed with a minimum thickness of 0.50 feet on all public roads.  The actual thickness of the aggregate 

base shall be determined by “R” Values from Test Method 301- F, California Department of Transportation 

Specifications.  When the Traffic Index is less than 5.5 the minimum section will be 0.2 feet of A.C. and 0.5 

feet of A.B.  When the Traffic Index is 5.5 or greater, the minimum section will be 0.3 feet A.C. and 0.5 feet 

Class II Base. 

  

8. All underground utilities shall be extended to development boundaries and laterals stubbed out to the property 

lines clear of zone at each lot before the placement of concrete surfacing.  Prior to release of the Road 

Improvement Security and acceptance of the roads within the development, it will be necessary for the 

Developer to have each utility company certify in writing that the above has been accomplished. 

 

9. Prior to release of the Road Improvement Security, the Registered Civil Engineer or Licensed Land Surveyor 

who performed the construction staking for the development shall certify in writing, that all curbs, gutters, 

storm drains, and other related street work have been staked in the field accordance with the plan and profile 

drawings by the Director of Public Works. 

 

10. Prior to approval of plan and profile drawings by the Department of Public Works, the Developer shall post 

Sureties and provide inspection fees in amounts to be determined by the Department of Public Works to insure 

required improvements within the road right of way 
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11. Hydraulic studies indicating drainage flows to be anticipated from the entire watershed within which the 

development is located shall be submitted to the Public Works Department and Flood Control Engineer for 

review and approval.  Detailed hydraulic studies of storm water run-off to be carried in each gutter of each 

street shall be submitted by the Developer’s Engineer for approval by the Public Works Department.  The 

amount of storm water runoff to be carried in a street section shall be computed on the basis of a 10 year 

frequency storm.  Special drainage facilities will be required when the capacity of the street section has been 

reached.  The drainage facility design shall be prepared in conformance with Section 13 and Appendix 12 of 

the Engineering Design Standards Manual, and submitted for approval by the Department of Public Works and 

Flood Control Engineer.  Design criteria for underground drainage facilities will be based on a minimum storm 

frequency of 25 years.  Actual design frequency will be determined by the Department of Public Works or the 

Flood Control Engineer. 

 

12. Developer shall furnish and install any required road name signs, traffic control signs. And striping to County 

standards.  All traffic control signs shall be installed after roads are paved and prior to being opened up to 

traffic, including construction traffic. 

 

13. All off-tract drainage and flood control facilities and installations shall be installed and completed prior to 

grading of subject development. 

 

14. Developer shall offer for dedication as easement to the County, at no cost to the County, all road rights of way 

shown within the boundaries of subject development map, except roads proposed to be private roads. All read 

rights of way offered for dedication to the County shall be free and clear of any easements prior to recordation 

of the Final Map, unless approved otherwise by the Department of Public Works. 

 

15. A denied access strip one foot wide shall be offered for dedication in fee to the County as a separate parcel of 

land, not part of the road right of way, and standard Public Works Department road barricades constructed 

across the end of all public roads extending to the tract boundaries of any unit of the tract, except where they 

are extensions of existing improved public roads. 

 

16. Prior to approval of plan and profile drawings by the Public Works Department, the following utilities shall be 

shown on the plans and approved by an authorized representative of the utility: 

 

1. Sewer System 

2. Water Distribution System 

3. Gas Distribution System 

4. Storm Drains required by Flood Control 

 

 Additionally, a preliminary plan showing underground electrical, telephone and Cable T.V. service shall be 

 submitted by each agency. 

 

17. All plan and profile drawings presented to the Public Works Department for approval shall be in conformance 

with the requirements of the Engineering Design Standards Manual.  All road widths shall be as specified in 

this Manual.  Roadway classifications are as specified in the Circulation Element of the General Plan. 

 

18. Water for compaction and dust control shall be made available within the boundaries of the development prior 

to starting any earth moving operations other than necessary for the installation of subject water source. 

Applicant shall provide a water availability letter from the appropriate water supply agency. 

 

19. Prior to start of any earth moving or improvements within the development the Developer shall obtain a Road 

Excavation ad Encroachment Permit from the Public Works Department as required by Board of Supervisors 

Ordinance No. 1491, dated November 26, 1963, and/or shall obtain a County Grading Permit per Santa 

Barbara County Ordinance No. 1795 dated May 20, 1967. 

 

20. The program for reconstruction of any existing County road being used by public traffic shall be presented in 

writing to the Public Works Department a minimum of 4 working days ahead of the proposed starting date.  
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The Progress Schedule of proposed work shall be approved prior to start of construction. After construction on 

any existing County road commences, the project shall be pursued continuously to completion. Any delay will 

provide good cause for issuance of a stop order on all other portions of the development. 

 

21. The following utilities and services, both existing and proposed, shall be installed underground in the roads 

pursuant to Resolution No. 24416 and connected to each dwelling unit where housed are built, or stubbed out 

to each lot where lots only are sold: Gas, Water, Cable T.V., Telephone, Sanitary Sewer and Electrical Power.  

 

22. After Sign-off by the Public Works Department Inspector, and prior to release of final security, the 

Developer’s Engineer shall add “Record Drawing” information to the original tracings in red or orange ink and 

sign them as “RECORD DRAWING”. 

 

23. On any proposed streets where curbs, gutters and sidewalks are required, the sidewalks shall have a total 

distance from curb face to back of sidewalk as prescribed in the Standard Details contained in Appendix 3 and 

4 of the Engineering Design Standards Manual.  Existing streetlights or fire hydrants within the sidewalk area 

shall be relocated behind the sidewalk, and any proposed streetlights or fire hydrants placed behind the 

sidewalk. 

 

24. Any double frontage lot (lots having a street both front and rear) shall have denied access to the rear street. 

 

25. Concrete masonry block walls, if required by the Resource Management Department shall be constructed to 

the design and standards of the Building and Safety Division of the Public Works Department.  Walls adjacent 

to road rights of way shall be shown on the Department of Public Works plan and profile drawings. A Building 

Permit may be required for such walls. 

 

26. Developer shall comply with the Department of Public Works policy relating to Subdivision Street Trees and 

Utility Service Laterals on all subdivision streets. 

 

27. Chain link fences, if required by the Resource Management Department of Flood Control, shall be constructed 

to Cal Trans Standard Plans. Subject fences shall be shown on the Department of Public Works plan and 

profile drawings if adjacent to County road rights of way. 

 

28. Developer shall post Security and provide plan-checking fees in amounts to be determined by the Public 

Works Department to insure proper construction of all private streets within the development. Security will be 

released upon certification of a Civil Engineer registered in the State of California that subject streets have 

been constructed to approved standards. 

 

29. Occupancy of any building within the development will be denied until all street improvements and drainage 

facilities are completed. 

 

30. The developer’s engineer of record, as specified in these conditions, shall certify to the Public Works 

Department prior to release of any securities that all private streets within the subject development are 

constructed according to approved plans prior to occupancy of any dwelling unit within the tract, and that all 

rough grading has been completed in substantial conformance with the tract grading plan. 

 

31. Upon completion of construction and prior to occupancy, the entire road right o way abutting this project will 

be cleaned to allow Public Works Department Inspectors to check for damage to curbs, gutters, or sidewalks 

caused by construction traffic.  Any damage will e repaired by the Developer prior to occupancy. 

 

32. The Developer shall comply with the current Bikeway Element of the General Plan as to the dedication and 

construction of bikeways. 

 

33. All roads shall be kept clear of mud and/or other construction debris during construction. 

 

34. The Developer will be responsible for and fees required for materials retesting. 

 



 9 

35. The Developer may be required by the Public Works Department to overlay or chip seal a road, as determined 

by the Public Works Department, after construction work has been completed if it is determined by the County 

that local patching is insufficient to mitigate project related construction and utility trenching damage. 

 

36. Subdivider shall submit a Grading Plan acceptable to the Public Works Department for all streets and building 

pads prior to submitting the Final Map for approval. The Grading Plan shall show all lots draining to the street 

on which they front unless otherwise approved by the Public Works Department. The Grading Plan shall also 

show method and degree of compaction and proposed method of stabilizing exposed slopes. Subdivider shall 

plant and maintain all cut and fill slopes and maintenance shall be continued until the lot is occupied. 

 

37. A preliminary Soils Report of the area, prepared by a Civil Engineer experienced in soil mechanics and slope 

stability, and registered in the State of California, will be required prior to the issuance of Grading Permits. 

The report shall include data regarding the distribution, stability and expansive nature of existing souls and 

conclusions and recommendations fro grading procedures and design criteria for corrective measures. 

 

38. All grading shall comply with the provisions of County Grading Ordinance No. 1795, and to Public Works 

Department standards. 

 

39. Grading shall be designed so that natural drainage from off-tract property is not obstructed. 

 

40. Provision shall be made to prevent off-tract drainage from being received by lots. Tract drainage shall not be 

drained to a public street gutter that does not have storm drainage inlets and where the tract drainage could, 

after being carried along the road gutter for some distance, be dumped into another tract. 

 

41. No grading can be done prior to Final Map recordation except in compliance with County Code Chapter 21-8-

C4. 

 

42. All underground utility trench backfills on private property and in private roads shall be compacted and tested 

to a minimum of 90%, or to the satisfaction of the Public Works Director. Compaction test reports shall be 

submitted before and grading is finalized. 

 

43. The Subdivider shall furnish one copy of the Final Tract Map to the Public Works Department prior to 

approval. 

 

44. All debris, liter, and other construction waste generated by this development shall be removed from the site or 

adjacent property. Occupancy clearance of any building will be denied until debris removal is acceptable to the 

Public Works  

 

45. Since certain areas of Santa Barbara County are prone to accelerated seasonal erosion by either wind or water, 

and acceptable Erosion Control Plan, with timing, may be required with the project Grading Plan. 

 

46. Any tract which is to be graded out (mass graded) and developed as a Phased Build-Out will require a detailed 

engineered Erosion Control Plan which will apply to all graded areas which are not built out. This plan shall be 

maintained until the respective tract phases are built out. This condition shall also apply to Lot Sale 

Subdivisions. 

 

47. On lot sale subdivisions, no building permits shall be issued for any lot until all required utilities, rough 

grading, drainage facilities, and street improvements have been completed, unless otherwise approved by the 

Director of Public Works. This condition must be shown on the Final Map, along with the time allowed by the 

Subdividers Contract for the developer to complete said improvements. 

 

48. Prior to issuance of any road construction and/or grading permits, the applicant shall verify to the 

Department of Public Works, in writing, that a registered civil engineer has been retained to act as the 

Engineer of Record during construction and testing operations. This engineer shall be responsible for any and 

all observation during construction, which he deems necessary to certify those aspects of construction 
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requiring certification pursuant to these conditions. Where possible, the engineer whose signature and stamp 

appear on the tract plans should be retained as the Engineer of Record. 

 

49. Regardless of all review and/or acceptance of tract plans, specifications, calculations, and reports by Public 

Works or other County departments, the registered civil engineer whose signature and stamp appear on the 

tract grading and road improvement plans is responsible for the accuracy and integrity of the design and base 

information relating to the plans and calculations. Design conflicts which arise during construction may result 

in work being stopped until discrepancies are resolved. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Healthy people, healthy community, healthy environment. 

 
 

   
  Environmental Health Services 

 
225 Camino del Remedio �Š�� Santa Barbara, CA 93110 

805/681 -4900  �Š FAX 805/681-4901 
 

2125 S. Centerpointe Pkwy.  #333 �Š�� Santa Maria,  CA  93455-1340 
805/346 -8460  �Š�� FAX 805/346-8485 

 
Lawrence Fay  Director of Environmental Health 

   

 

 
 
TO:  Sean Stewart, Planner 
  Planning & Development Department 
  Development Review Division 
   
FROM:  Deanna Talerico 
  Environmental Health Services 
 
DATE:      April 29, 2020 
 
SUBJECT: Case No. 19DVP-00000-00039, 19RZN-00000-00002 & 19GPA-00000-00003   
   
  Owner:  Galileo Pisa, LLC  
 
  Agent: Trudi Carey       

                                                         
Assessor's Parcel No. 069-160-051 
 
Located at: 99 N Patterson Ave in Santa Barbara, CA 93111, zoned C-2 

 
 
The proposed project is for a General Plan Amendment to convert APN 069-160-051 from a land use 
designation of General Commercial to Res-20, Rezone to convert APN 069-160-051 (0.11-acres) to DR-
20 zoning, and a Final Development Plan to allow construction of a 27-unit apartment complex along 
with associated site improvements including 54 covered bicycle parking spaces, two covered carport 
structures, two trash enclosures, 28,673 square feet of common open space, landscaping, paving, and 
hardscaping.  
 
The proposed project would be served by the Goleta Water District, Goleta Sanitary District, Santa 
Barbara County Fire Department, and County Sheriff.  The property is currently two separate parcels, 
APN 069-160-051 (0.11-acres) zoned C-2 and APN 069-525-022 (1.51-acres) zoned DR-20. Upon the 
approval of the General Plan Amendment and Rezone, the two parcels would be voluntarily merged by 
the applicant prior to action by the decision maker, and the project would be located on a single, 1.62-acre 
parcel zoned DR-20 on the corner of Patterson Avenue and Calle Real, in the Eastern Goleta Valley 
Community Plan Area, 2nd Supervisorial District. 
 
Environmental Health Services has received and reviewed a Preliminary Water Service Determination 
letter from the Golda Water District, dated October 2019. The letter indicates that the parcel has adequate 
historical water credit available with the Water District to serve the proposed project, though it does not 
constitute an official �³Can & Will Serve�  ́letter at this time. The letter goes on to outline the application, 
fees, and conditions that the applicant must meet prior to being issued a can and will serve letter.  

 
 

Van Do-Reynoso, MPH, PhD  Director 
Suzanne Jacobson, CPA  Chief Financial Officer 
Paige Batson,  MA, PHN, RN  Interim Deputy Director  
Douglas Metz, DPM, MPH  Deputy Director 
Polly Baldwin, MD, MPH  Medical Director 
Polly Baldwin, MD, MPH  Interim Health Officer  
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